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NOTES:

DVIEW

¢ POST & BASE PLATE

2" MAX.

SECTION C

D

8" MIN. EMBEDMENT 
FOR Ð"ø RESIN 
BONDED ANCHOR.

¾
" 
G
R
O
U
T
 P
A
D

*

2'-3"

*

2'-3"

ELEVATION - CABLE RAIL

200'-0" MAX.

Ð"ø I.W.R.C. WIRE ROPE, WITH A
MIN. BREAKING STRENGTH OF  26 KIP (TYP.)

* ANGLES VARY (45° APPROX.)
WITH THE SLOPE OF THE TOP OF WALL.

NOTE: ALL POSTS TO BE
INSTALLED VERTICAL.(TYP.)

*

¾"ø STD. PIPE, BEVEL EDGES OF INSIDE
DIA. TO PREVENT CHAFING. PLACE
THRU CENTER OF POST. (TYP.)

2½"ø STD. PIPE (TYP.)

INT. POSTS AT 8'-0" MAX. SPA.

¢ INTERMEDIATE POST

¢  END POST

R=
6"

MIN.

OPEN SPELTER SOCKET (TYP.)

STD. PIPE
CAP (TYP.)

TOP OF WALL, SEE OTHER 
SHEETS FOR PLAN & ELEVATION

CLOSED SPELTER SOCKET (TYP.)

×"ø JAW & JAW END OPEN BODY
TURNBUCKLE WITH A MIN. BREAKING
STRENGTH OF  26 KIP (TYP.)

BSEE DETAIL

ASEE DETAIL

¢ INTERMEDIATE BRACE

EXPANSION JOINT
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BASE PLATE DETAIL

1½" (TYP.)
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¢ POST & BASE PLATE
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2½"ø STD. PIPE (TYP.)

CAST-IN-PLACE Ð"ø ASTM A 307 BOLT
OR Ð"ø RESIN BONDED ANCHOR

1½"ø STD.
PIPE

2½"ø STD. PIPE (TYP.)

END OF WALL
OR EXP. JOINT

1.  ALL PIPE SHALL BE STEEL PIPE ASTM A53 GRADE B.

2.  ALL STEEL PLATE SHALL BE ASTM A 36.

3.  ALL PARTS EXCEPT WIRE ROPE SHALL BE HOT DIP GALVANIZED IN
    ACCORDANCE WITH AASHTO M111 OR M232 AFTER FABRICATION.

4.  SPELTER SOCKETS AND SOCKETING PROCEDURE SHALL BE AS PER ROPE
    MANUFACTURER.

5.  WIRE ROPE SHALL BE INSTALLED TO 400 LBS TENSION LEAVING A TAKE UP
    OF 6" STILL AVAILABLE IN THE TURNBUCKLE.

6.  EACH CONTINUOUS LENGTH OF CABLE SHALL HAVE A TURNBUCKLE AT ONE
    END ONLY AND BE ANCHORED TO END POST WITH BRACE AT BOTH ENDS.

7.  INTERMEDIATE POSTS AND BRACES SHALL NOT TO BE INSTALLED ACROSS
    EXPANSION JOINT.

8.  ALL POSTS TO BE INSTATLLED PERPENDICULAR TO TOP OF WALL.

C


